
Specifications

* InWin products comply with RoHS regulations.

* Specifications may vary based on different regions.

POWER SUPPLY
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OPP UVP
Under-Voltages

The BE Series comes with plenty of safeguards against 
short circuits, over-and-under voltages and over-power. 
These precautions are to ensure quality and a safe 
power usage.

Multi-Protectional Safeguards

The 3.3V DC to DC converter design provides superior 
dynamic response, lowers the energy consumption and 
supports a foundation for greater system stability.

3.3V DC to DC Design

Powerful single +12V rail design supplies strong and reliable 
energy to high-performing components.

Single +12V Rail Design

The BE Series utilizes a smart temperature-controlled fan 
design. It automatically detects the heat to adjust the fan 
speed accordingly. It achieves the optimal balance between 
silent operation and excellent thermal performance.

Smart Thermal Control to Balance 
Cooling and Noise Pollution

The BE Series features a 120mm silent fan that provides 
an ultra-silent operation less than 25 dBA (50% Loading). 

Silence is golden after all.

120mm Silent Fan

The BE Series meets the 80 PLUS®, 230V EU Bronze certification. It delivers 
up to 88% efficiency during normal use, generating less heat, reducing 
power bills and effectively maintains the power supply’s stability.

80 PLUS® 230V EU Bronze Certified Efficiency

The Powers that BE
The InWin BE Series is an 80 PLUS® Bronze certified power supply that uses 230V. 
With a powerful single +12V rail design and smart fan control, it provides your system 

with high efficiency and reliable performance in any environment. 
It makes this PSU the optimal choice for entry level users.


